The SeaHaven is a classic marine pontoon system with an enviable reputation for durability. It can be relied on to provide
a safe haven for leisure and commercial craft; the system being specifically designed for marinas in inland waterways and
less exposed locations.

Developed over 35 years’ experience derived from challenging sites, these pontoons are trusted by specifiers, designers
and users alike. Using a combination of robust steel sections, in an all-welded construction, gives the finished unit superb
stability and torsional strength.

Model Length Width
P0720 7.07 2
P0725 7.07 2.5
P0730 7.07 3
P1020 10.1 2
P1025 101 2.5
P1030 10.1 3
P1220 12.12 2
P1225 12.12 2.5
P1230 12.12 3

SeaHaven Pontoons




Technical - Standard Model

Design loads
1.5 kKN/m2 applied minimum

+ UDL as standard, higher loadings are
available

Design guidelines

+ YHA Code of Practice, 7th Edition &
Current ISO Standards for Steelwork
Freeboard; 550mm (nominal
unloaded), Adjustable with float
configurations
Draft: 380mm (nominal)

Framework
Completely welded fabrication
consisting of channel and hollow
structural steel sections.

Floatation
UV stabilised polyethylene floats
highly resistant to oil & chemicals
Roto-moulded and filled with
solidified polystyrene.

+ Optimal buoyancy trim through
selection of; 550mm, 650mm &
750mm depths.

Decking
Mini-Mesh GRP (standard), Optional:
Composite, Softwood/Hardwood or
Concrete

Fendering
Choice of PVC, rubber or timber. Wide
range of profiles accommodated

Corrosion protection

All mild steel components hot dip
galvanised to BS EN ISO 1461

Service ducting
Full length removable aluminium
covers to both sides

Mooring Cleats
Cast aluminium with stainless steel
through bolts

- Can be upgraded to meet client
requirements

Inter-Connection
M24 Nut & Bolt with Rubber Block (4
No Per pontoon connection)

Finger attachment

+ Rubber block & bolt. Infinitely variable
positioning relative to pontoon

PN

For more information ® +44 (0) 1463 229447 or & gaelforcegroup.com



