
Manufactured to our exacting standards based on the G-2130 spec shackle, the superior SeaQureShackle captures 
three extra layers of safety and durability in its design - it comes internally threaded, is secured with a nut and 
includes a metal retaining pin for added strength, security and peace of mind.  Sizes range from 4.75T up to 35T and 
the shackles come supplied with test certificate. Manufactured to EN13889 Standard Grade 6.

•	Material: High Tensile Steel and Alloy Steel
•	Drop Forged, Quenched and Tempered,
•	Safety factor: 6:1
•	Test: Batch Tested and Certified
•	Finish: Powder Coated After Hot Dip Galvanized
•	Meets Performance Requirements U.S. Federal Specification RR-C-271 and 

EN 13889: 2003

inch W.L.L. (Ton) MBL (T) Weight (kg)
3/4” 4.75T 28.5T 1.2kg
7/8” 6.5T 39T 1.7kg
1” 8.5T 51T 2.6kg
1 1/8” 9.5T 57T 3.5kg
1 1/4” 12T 72T 4.85kg
1 3/8” 13.5T 81T 6.5kg
1 1/2” 17T 102T 9kg
1 3/4” 25T 150T 14kg
2” 35T 210T 18.15kg

Full technical specs can be provided 
on request

Case Study - Testing

In this example, we sent two of our SeaQureShackles to a third-party 
inspection firm for routine load testing as part of our quality assurance 
programme.  According to their Inspection Supervisor the results were 
astounding. In both cases, the tests had to be stopped as they were 
causing significant strain and damage to the testing equipment.  Incredible 
results with both the shackles proving to exceed a safety factor of 6:1.  A 
huge testimony to the strength and quality of the shackle.

SeaQureShackle


