
The SeaFeed 200T Concrete Feed Barge requires very minimal maintenance and is the perfect for small to medium sites in 
more exposed fish farming environments.

•	Massively increased freeboard compared to previous 
models - more than 2 metres when fully loaded. 

•	Concrete structure design life is taken to be 40 years in 
accordance with BS8007.

•	DNV compliant watertight doors and hatches in the lower 
areas of the barge to increase segregation between rooms.

•	Delivered fully fitted out with SeaFeed offshore feed system, 
feed hoppers, generators, tankage, ensiler and compressors 
as required and all electrics in addition to operational and 
welfare facilities.

•	Wide staircases and ample room offer users plenty of space 
to easily move around and gain access to plant equipment

•	Full documentation package supplied with the barge 
including service manuals, instructions, test certs and layout 
drawings.

•	Added safety features include watertight void spaces and 
alarmed watertight doors and hatches.

Dimensions
Plan 14 mtr x 10.5 mtr
Bottom to main deck 7400 mm
Freeboard (light) 3840 mm
Freeboard (loaded) 2470 mm @ Hs 6
Base slab 400 mm
Outer walls 300 mm

Standard Capacities*
Feed capacity 200 tonnes
Silos 4
Freshwater Up to 2000 litres
Silage Up to 15000 litres
Diesel Up to 10000 litres

*Capacities can be customer specified
Additional options for hybrid power system 
available.

☑ Large freeboard in excess of two 
metres.

☑ DNV compliant watertight doors 
and hatches in the lower areas of 
the barge.

☑ Hatch alarm system detects and 
alerts barge users when doors and 
openings have been left open.
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