
Pen Systems

A world-leading pen system

• Service distribution provides integrated, 
secure, hazard free distribution of power, air and 
communications systems around the pen.
• Configurable to suit site requirements
• No messy cables or hoses tied around the pen
• Services and equipment protected from damage 
on the pen
• Easy access where services are required.
• Stanchion gusset and rear tie-off points offers 
ability to tie, eliminating risk of ropes crossing 
over platforms and walkways. Water line tie off for 
treatment tarps, lice skirts, small craft
• Integrated base socket for bird net pole offers 
customer alternative to net support wheel inside 
the pen, thus reducing in-pen furniture 

The SeaQurePen 500 is a system born out of a truly collaborative approach with our customers.  During our research and 
development we considered multiple locations and farming conditions to guide us on producing a fully integrated system 
for high energy sites.  What we have delivered is an evolutionary, tough new pen system taken from our deep understanding 
of those customer challenges, in-depth research and development techniques and a high level of in-house knowledge.  
SeaQurePen reduces pen furniture and related maintenance, and increases reliability which will lower farming costs.

•	Available from 120m to 200m in circumference.
•	Rigorously tested and exceeding in technical and 

design standards.
•	Extremely tough, durable and purpose built for 

exposure to high energy environments.
•	Low in maintenance, long in life. All PE fully 

welded 90mm modular decking utilising no 
metal connection fixings.

•	 Intelligent and innovative use of space on the 
pen to address a number of challenges around 
safety and reduce the risk of pen deformation.

•	 Innovatively designed hinged service deck offers 
farm operatives safe and easy access to sub 
surface utilities and connections. 

•	Robust against impact, whilst flexible against 
large waves.

SeaQurePen 500



For more information  +44 (0) 1463 229400 or  gaelforcegroup.com

SeaQureLift Winch System

The SeaQureLift has been designed for many years reliable service in the 
rugged marine environment and is the most robust winch design on the 
market today.

• 	 Winch design is extremely robust but very compact.
• 	 Winch location allows clear, safe access around pen for personnel.
• 	 Winch is tested to just under 2 tonnes and rated to 1500kg.
• 	 Body of winch is all aluminium alloy hard anodised construction
• 	 A common annoyance with competing winches is that ropes jump off. We 

have solved this by adding tie rods across winch.
• 	 Drum flanges recessed into side plates stops rope jamming.
• 	 Easy change rope anchoring system on winch drum – no on-site splicing 

or knot tying required.
• 	 Emergency stop button on every winch.
• 	 Safety interlock to prevent mechanical overloading of winches.
• 	 Winches can be exchanged without the need for electrician
• 	 Control system can be operated with hand-held wireless controller or from 

control panel – selectable to prevent unintentional operation from both 
interfaces at the same time.

• 	 Inbuilt phase monitoring with interlock ensures correct operation where a 
different power supply is used with different phase connections.

Tested for the extremes	

• Tested beyond the extremes of operational 
loading.
• Specifically designed to meet and exceed the 
Scottish Technical Standard for Aquaculture.
• Bridle mooring point in excess of 20T capacity 
which was the limit of load testing.
• Exceeds 30T capacity across the flotation ring 
locations
• More than 12T capacity on stanchion socket 
base
• Boat tie-up point greater than 10T capacity

160mm Handrail Pipe
Thrust ring handrail 
captivation

Ancilliary equipment 
fixing points

One piece moulded 
stanchion design

Heavy duty and robust 
HDPE base unit moulding 
500mm flotation pipes

Additional services 
duct pipe 110mm

Sinker tube/mooring 
dropper - bell-mouthed

Strengthened 
stanchion gusset

Optional moulded 
bird net pole hole

Sinker tube mooring 
point connection with 
recessed connections 
and grid cover

Rear tie-off point

Moulded boat 
fendering

90mm fitting for retain-
ing pipes for decking 
and safety chain

Safety line
location
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